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1 EST QUICKSTART DEIBCRON

The EST QuickStart Serial driver allows the FieldSty record data from Edwards Systems TechnologyZ)&8

and QSC Fire Panels over theZB3 printer port. The FieldServer acts as a Passive Client receiving messages and
recording the status of Fire Alarm System points connected to the EST Quidk8tatarm control panel in bit
oriented Data Arrays The EST QuickStart panels do not support duplexed communications; therefore this driver
hasnot been designed to respond or to generate polls.

The Driver idimited by the information that the EST @kBtart control panels broadcasts in the form of text
messages through its R32 printer port.

The types of EST messages supported by this driver are Irstd@pendix B.1 Device status to Data Array
mapping is also proded. Since there are a variety of optional cards that can be selected for each EST QuickStart
installation, each FieldServer application must be specifically configured before use. FieldServer data storage
arrays for panel status will be allocated acdagito the number and type of cards implemented. Message
information will also be stored according to card and panel addressing.

This driver is connection oriented; therefore, only one EST Panel may be connected to any sifgie RS
FieldServer port.

Thedriver currently accommodates European and American Conventional/Intelligent panels using the American
English protocol with provisions for using the British English protocol at a later date.

2 DRIVER SCOPE OF SUVPP

2.1 Supplied by FieldServer Technologies flois driver

FieldServer Technologies PAR Description
FS8917-16 Cable, EIA232:485 Pigtail RJ45 H
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3 HARDWARE CONNECTIONS

The FieldServer is connected to the EST QuickStart power supply card as shown below. Configure the EST
QuickStart panel accordh (12 Y| ydzF I OG dzZNENRE Ay adiNUzOGA2Y & D

RS232
RTS TX RX COM

Eoo

QUICKSTART PANEL —»

RJ45-01
BROWN RJ45-04

BLUE/WHITE

RJ45-08
ORANGE/WHITE

FIELDSERVER

RS232 PORT
P1-P8

P1 P2 P3 P4 P5 P6 P7 P8 R1 R2 N1 N2
RS485 10Base T F H Ids
Rs232 ETHERNET e erver s

Technologies

QUICKSTART
CONNECTION DIAGRAM
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3.1 Hardware Connection Tips / Hints

The QuickStart panels must be prenfigured using their own proprietary configuration tool to send messages to
the RS232 printer port. Ensure that this is de before attempting to connect to the FieldServer and verify that

messages are being sent usingappropriateutility e.g.Hyperterminal.
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